
APPLICATION RANGE

CONSTRUCTION

Conductor

Insulation 

Colour Code 

Stranding 

Wrapping

Screen

Sheath

Sheath Colour

Temperature Range

Minimum Bending Radius

Flame Propagation

Smoke Density Test

Test on Corrosiveness of Combustion 

Gases

Halogen Free Test

ELECTRICAL SPECIFICATION

Conductor cross-section nom. mm2 0,5 0,75 1 1,5 2,5

Conductor resistance max. Ω/km 39 26 19,5 13,3 7,98

Insulation resistance test min. MΩxkm

Test voltage V

Operating Voltage V

7,5 x outer diameter

Test on single cable    : IEC 60332-1-2                                                                                                                                                                                                                 

Test on bunched cable: IEC 60332-3-24 (Cat. C)                            

IEC 60754-1

20

300/500 V

2000

In layers of optimum pitch

PES tape

Tinned copper braiding 

Stranded electrolytic copper wire Class5, (BS EN 60228:2005) 

IEC 61034-2

IEC 60754-2

HF (Halogen Free) Compound (EN 50363-7)

HFFR (Halogen Free) Compound (EN 50363-8)

RAL 9005 Black ; RAL 5015 Blue ; RAL 7001 Grey

-30°C  to +70°C (Fixed Installation)                                                                                                                   

HSLCH (HMH-C)

In places where electro-magnetic interference and influence exists

-Instrumentation and control engineering

-Industrial electronics

-In machine production as measurement and control cable

-Production and assembly lines

-Dry, moist and wet places

-In places where low mechanical stresses exist

TECHNICAL SPECIFICATION

OZ  - Black coloured, cores numbered                                                                                                                                                                                                                         

JZ   - One green/yellow coloured core and black coloured cores numbered                                                                                                                                                           

OB / JB -  coloured cores acc. to HD 308.1  



5x16 20,60 944,07

4x25

3x16 16,70 575,51

4x16 18,40 749,35

5x10 17,60 645,78

7x10 19,30 849,70

3x10 14,40 396,31

4x10 15,80 513,04

5x6 14,30 403,14

7x6 15,50 519,65

3x6 11,70 249,49

4x6 12,80 316,54

7x4 12,70 352,85

2x6 11,00 201,43

4x4 10,80 222,04

5x4 11,80 275,36

2x4 9,10 139,11

3x4 9,60 171,10

18x2,5 16,90 591,24

25x2,5 20,40 828,94

7x2,5 10,90 244,88

12x2,5 14,00 399,80

4x2,5 9,10 152,45

5x2,5 9,90 188,12

2x2,5 7,70 89,86

3x2,5 8,30 121,78

25x1,5 17,10 541,00

34x1,5 19,20 723,26

12x1,5 11,80 262,83

18x1,5 14,20 386,78

5x1,5 8,60 129,70

7x1,5 9,20 162,04

3x1,5 7,10 82,61

4x1,5 7,70 102,28

34x1 17,30 544,70

2x1,5 6,70 64,42

18x1 12,80 292,17

25x1 15,40 408,25

7x1 8,50 127,20

12x1 10,80 203,91

4x1 7,10 81,20

5x1 7,70 98,97

2x1 6,20 52,90

3x1 6,50 66,15

25x0,75 14,50 340,71

34x0,75 16,20 452,25

12x0,75 10,00 166,70

18x0,75 12,00 243,95

5x0,75 7,30 84,55

7x0,75 7,80 103,79

3x0,75 6,20 57,48

4x0,75 6,70 69,58

34x0,5 14,60 343,57

2x0,75 5,90 46,36

18x0,5 11,00 191,19

25x0,5 13,00 258,96

6,80 68,69

7x0,5 7,20 82,69

12x0,5 9,20 131,59

3x0,5 5,80 47,50

Kg/Kmmm

G

HSLCH (HMH-C)

OUTER DIA. ±(%5)CROSS SECTION

mm2

23,70 1173,78

4x35 27,10 1584,27

2x0,5 5,50 39,04

4x0,5 6,30 57,14

5x0,5

5x50 36,30 2880,78

4x50 32,60 2292,60


