
APPLICATION RANGE

CONSTRUCTION

Conductor

Insulation

Colour Code

Individual Screen

Stranding

Wrapping

Overall Screen

Sheath

Sheath Colour

TECHNICAL SPECIFICATION

Temperature Range

Minimum Bending Radius

Flame Propagation

Smoke Density

Test on Corrosiveness of 

Combustion Gases

Halogen Free Test

ELECTRICAL SPECIFICATION

Conductor cross-section nom. mm2 0,5 0,75 1 1,3 1,5

Conductor resistance max. Ω/km 36,7 25 18,5 14,2 12,3

Insulation resistance min. MΩxkm

Mutual capacitance max. nF/km 100 100 100 100 100

L/R ratio max. µH/Ω

Test voltage Urms (core:core) V

Test voltage Urms (core:screen) V

Operating Voltage V

Stranded electrolytic copper wire Class 2 (BS EN 60228:2005) 

XLPE (Cross-Link Polyolethylen) Compound (EN 50290-2-29)

Tinned Copper Drain Wire (0,5 mm2) + AL-PES Tape

HFFR (Halogen Free) Compound (EN 50290-2-27)

RAL 9005 Black ; RAL 5015 Blue ; RAL 7001 Grey

PES Tape + Tinned Copper Drain Wire (0,5 mm2) + AL-PES Tape

Black/White, each pair numbered

300

PES Tape

2000

2000

IEC 61034-2

IEC 60754-2

IEC 60754-1

5000

25 40

RE-2X(St)H PiMF

Indoor environments intensely populated by people where there is electromagnetic                                                                                                                                                                                                          

1. Instrumentation and control engineering analog and digital signal transmission

2. Petroleum refineries

3. Petrochemistry industry

4. Power plants

5. Natural gas pump stations

6. Dry-moist and wet places, at indoor

7. Gas Stations

8. Water Conveyance Systems

-30°C  to +90°C (Fixed Installation)                                                                                                                   

7,5 x outer diameter

IEC 60332-3-24                    

Pairwise, Screened pairs in layers



259,73

481,63

16x2x0,75

2x2x0,75

12x2x0,5

1200,76

155,49

24x2x1,3

8x2x1,3

114,07

4x2x0,75

4x2x1

8x2x1

16x2x1,5

2x2x1,5

4x2x1,5

24x2x1

24x2x1,5

12x2x1,5

8x2x1,5

12x2x1,3

16x2x1,3

12x2x1

348,33

495,80

2x2x1,3

16x2x0,5

24x2x0,5

8x2x0,75

12x2x0,75

24x2x0,75

2x2x1

16x2x1

CROSS SECTION

8x2x0,5

Kg/Km

85,16

240,31

4x2x0,5 10,20 131,13

4x2x1,3

RE-2X(St)H-PiMF

G

2x2x0,5

mm2

342,37

433,10

644,15

188,47

162,95

291,21

414,98

539,88

100,17

798,49

645,06

953,15

138,25

222,73

427,12

778,47

596,20

693,55

900,68

1356,74

OUTER DIA. ±(%5)

mm

8,80

14,00

16,60

18,40

19,80

23,10

9,60

11,30

15,30

18,10

20,30

23,90

26,70

33,80

27,90

11,20

13,00

18,70

24,00

31,40

21,40

12,30

14,60

20,10

25,50

10,30

12,20

16,80

22,20



APPLICATION RANGE

CONSTRUCTION

Conductor

Insulation

Colour Code

Individual Screen

Stranding

Wrapping

Overall Screen

Sheath

Sheath Colour

TECHNICAL SPECIFICATION

Temperature Range

Minimum Bending Radius

Flame Propagation

Smoke Density

Test on Corrosiveness of 

Combustion Gases

Halogen Free Test

ELECTRICAL SPECIFICATION

Conductor cross-section nom. mm2 0,5 0,75 1 1,3 1,5

Conductor resistance max. Ω/km 36,7 25 18,5 14,2 12,3

Insulation resistance min. MΩxkm

Mutual capacitance max. nF/km 100 100 100 100 100

Inductance max. mH/km

Capacitance unbalance max. pf/500 m

L/R ratio max. µH/Ω

Test voltage Urms (core:core) V

Test voltage Urms (core:screen) V

Operating Voltage V

RE-2X(St)H PiMF

Indoor environments intensely populated by people where there is electromagnetic                                                                                                                                                                                                          

1. Instrumentation and control engineering analog and digital signal transmission

2. Petroleum refineries

3. Petrochemistry industry

4. Power plants

5. Natural gas pump stations

6. Dry-moist and wet places, at indoor

7. Gas Stations

8. Water Conveyance Systems

-30°C  to +90°C (Fixed Installation)                                                                                                                   

7,5 x outer diameter

IEC 60332-3-24                          

Pairwise, Screened pairs in layers

5000

1

500

25 40

IEC 61034-2

IEC 60754-2

IEC 60754-1

Black/White, each pair numbered

500

PES Tape

2000

2000

Stranded electrolytic copper wire Class 2 (BS EN 60228:2005) 

XLPE (Cross-Link Polyolethylen) Compound (EN 50290-2-29)

Tinned Copper Drain Wire (0,5 mm2) + AL-PES Tape

HFFR (Halogen Free) Compound (EN 50290-2-27)

RAL 9005 Black ; RAL 5015 Blue ; RAL 7001 Grey

PES Tape + Tinned Copper Drain Wire (0,5 mm2) + AL-PES Tape



12,90

15,20

21,10

30,30

12,00

14,20

19,50

25,90

25,20

28,20

35,70

32,70

12,70

15,10

20,80

27,80

34,90

24,80

22,20

23,10

27,90

11,20

13,00

18,00

21,40

24,00

884,21

685,15

727,39

942,50

1412,54

OUTER DIA. ±(%5)

mm

10,30

16,80

19,80

933,27

733,93

1097,37

154,18

255,56

472,05

407,18

531,81

801,69

219,26

185,03

340,25

483,08

622,83

119,40

mm2

158,01

4x2x1,3

RE-2X(St)H-PiMF

G

2x2x0,5

CROSS SECTION

8x2x0,5

Kg/Km

98,84

287,41

4x2x0,5 12,20

16x2x1

12x2x1

401,38

569,30

2x2x1,3

16x2x0,5

24x2x0,5

8x2x0,75

12x2x0,75

24x2x0,75

2x2x1

16x2x1,5

2x2x1,5

4x2x1,5

24x2x1

24x2x1,5

12x2x1,5

8x2x1,5

12x2x1,3

16x2x1,3

12x2x0,5

1302,15

161,86

24x2x1,3

8x2x1,3

134,76

4x2x0,75

4x2x1

8x2x1

269,16

500,19

16x2x0,75

2x2x0,75


